30’ RT. IL 149 STA, 674+48.64 TO STA. 675+69.46
35" RT. IL 149 STA. 677+68.06 TO STA. 679+30.00

E.O.P. IL 149

EXISTING SUB-BASE, 4"

~

\\ PROPOSED HOT-MIX ASPHALT SHOULDER, 8”

EXISTING CONCRETE PAVEMENT, 10"

TYPICAL SECTION

TO0 BE USED

STATION 674+48.64 TO 6/5+69.46
STATION 6774+68.06 TO 679+30.00

Q:_ WIDTH = VARIABLE TO 07
KEN CRAY BLVD. ZﬁSMWISJ_?H 1:0"52’6.00 TO 10+82.39
; FROM STA. 10482.39 TO 11+81.1
; /
. /
VAR TO O’ 1807 x 16/-0" =07, 16'-0" 1 / : SEE_GEOMETRIC SHEET FOR E.0.P. ELEVATION
: 1 ’
§ ! ] ! / PROPOSED _COMBINATION CURB AND GUTTER, TYPE B-6.24(TYP)
- : Yo . | . !
”””” B U ettt fstteleiaiuie 1 S 1,507
AR — . N S
_[ ﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁ / T e e e | =

EXISTING CONCRETE CURB AND GUTTER

EXISTING CONCRETE PAVEMENT, 10" \ \

EXISTING SUB-BASE, 4 TYPICAL SECTION

\_PROPOSED SUB-BASE GRANULAR MATERIAL, TYPE A, 4"

TO BE USED
STATION 104+26.00 TO 11+81.1

PROPOSED PORTLAND CEMENT CONCRETE PAVEMENT, 10 (JOINTED)

BITUMINOUS MIXTURE REQUIREMENTS

Location(s)s Hot-Mix Asphalt Shoulders, 8”7
Mixture Use(s): HMA Shoulders

AC/PG: PG58-22

RAP 7 (Max): 50

Design Air Voids: 2.0 7%, 30 Gyration Design

Mixture Composition

R X HMA Shoulders
( Gradation Mixture)

Friction Aggregate: None
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